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Door collision warning for motor vehicle involves outputting warning signal if 
object distance is less than warning distance computed as function of 
detected object speed and defined reaction time 

H bP1433657A1 : Method and apparatus for door collision warning of a vehicle 
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( EP1433657A ) Novelty - The method involves monitoring at least the space (BR) to 
the side and rear of the driver's door to a defined width (b) and depth (a), detecting 
an object in the monitored space, determining its distance and speed, computing a 
warning distance as a function of the object speed and a defined reaction time and 
outputting a warning signal if the object distance is less than the warning distance. 
Detailed Description - AN INDEPENDENT CLAIM is also included for the following: 

(a) a door collision warning system for a motor vehicle. 

Use - For warning the driver of a stationary motor vehicle about a potential collision 
of an object with a vehicle door. 

Advantage - Overcomes certain disadvantages of conventional arrangements, e.g. 
door braking or locking while an object is still far from the door. 
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Description of Drawing(s) - The drawing shows a schematic representation of the 
space to the side and rear of the driver's door to be monitored 
vehicle KF, space to side and rear of the driver's door BR, space to side and rear of 
the passenger's door BL, defined width of space b, depth a Dwg.1/3 
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1. Verfahren zur Warnung eines Fahrers eines stehenden Kraftfahrzeugs vor 
einer moglichen Kollision eines Objekts mit einer Fahrzeugtur des Kraftfahrzeugs 
(KF), wobei das Verfahren die Schritte aufweist: 

• Uberwachen von zumindest dem fahrerseitigen seitlichen Ruckraum (BR) 
einer vorgegebenen Breite (b) und Tiefe (a), 

• Erfassen eines Objektes in dem zu uberwachenden Seitenruckraum (BR, 
BL), Bestimmen des Abstands und der Geschwindigkeit des erfafiten 
Objekts, 

• Berechnen einer Warndistanz als Funktion der Objektgeschwindigkeit und 
einer vorgegebenen Gesamtreaktionszeit, und 

• Ausgeben eines Warnsignals, wenn der Objektabstand kleiner ist als die 
Warndistanz. 
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